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Specification

Salix Faggots are manufactured in the UK, from sustainable
coppices, to any specification, depending upon site
requirements.

The following are standard stock items,

0.2m diameter by 2m long faggot: 4 kg per linear metre
0.3m diameter by 2m long faggot: 6 kg per linear metre
0.4m diameter by 2m long faggot: 12 kg per linear metre

Twine: Synthetic: Each faggot is securely tied with the option of
either polypropylene, sisal or coir twine.
Lengths of up to 5 meters can be manufactured.
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Applications

Water depth: 0.1m to 0.5m, or up to 1 metre if several
faggots are stacked or if a coir roll is placed on top.

« Permissible Velocity: 2m/s or up to 4 m/s for "live" faggots
with two years growth in situ.

- Wave action up to 0.3 meters high

Inert Faggots

Typically hazel is used from our sustainable coppice
woodlands

Live Faggots

Salix actively manage over 20 acres of willow carr habitat,
from which we can supply live willow faggots using the
following species:

+ Salix fragilis (Crack Willow)

-« Salix alba (White Willow)

- Salix cineria (Grey Willow)
Salix viminalis (Osier Willow)

+ Salix triandra (Almond Willow)

- Salix caprea (Goat Willow)

Alternatively, we can source coppice material from areas
local to the specific project.



